
---We only offer repotionable and recycle products---

Description Repositionable Self-adhesive Fabric (Blockout)

Application Poster，label， Wall Mural…

Series RR Series

Code RR006

Substrate Polyester Fabric

Total Weight 286±20.0g

Total Thickness 310 ± 20.0 micron ( included liner 140microns）

Micro-encapsulated+star polymer

Grey Back Water-based adhesive

Ink Latex,  UV,  Pigment

Adhesive Peel Strength 180±80 gf

Finish Matt

Whiteness (%） 128.0 ± 10.0

L* 88.1 ± 3.0

A* 3.60± 1.5

B* -11.80± 2.0

Opacity >99.0

0.914m, 1.07m,1.27m, 1.52m

36'', 42'',50'',60''

50 m/ roll

164 feet/ roll

R457 88.4±5.0

Shelf time 1 year 

*The test report is subjected to FINAT and Inline test method, and the value is for
reference only, can not be treated as specification purpose.

Beata RNR Products Co.,Ltd.

Datasheet

Adhesive tech.

Width

Length

Storage Conditions

Shall be placed in a cool and dry area, avoid direct
sun exposure, avoid high temperature and
humidity. Under normal storage conditions within
the range 0 ~ 28°C and 20 ~ 70% RH, the product
will be stable for at least 12 months. Notes：if the
products are long stored under high temperature
and humidity, their shelf life would significantly
shortened.

---www.rr-products.net---


