
---We only offer repotionable and recycle products---

Description Vivid Backlit Fabric 

Application Lightbox ,Display frame systems, Pop up, Tens

Code RBF03

Substrate Polyester Woven Fabric

Composition 75% Polyester, 25% Coating

Weight 190±10 gsm

Thickness 230±10 mu

Fire retardant B1

Adhesive tech. NO

Finish Satin

Tension 1-2%

Glossy 5

Light transmittance 26

R457 85

L.A.B: L:85,    A: 5,   B:-9

Width 1.65m, 1.8m, 2.2m, 2.6m, 3.2m, 5m

Length 50m，80m， 100m per roll

Ink Latex,  UV, Eco-solvent, Solvent

Shelf time 1 year 

* Max. temperature (material) should not exceed 80℃ as overheating can impaire the
flatness of the media. Ink re-strictions andheater setting have to be set for specific
printer ink combinations to obtain the best results.

* The tested value is for reference only, can not be treated as specification purpose.

Beata RNR Products Co.,Ltd.

Datasheet

Storage Conditions

Shall be placed in a cool and dry area, avoid direct
sun exposure, avoid high temperature and
humidity. Under normal storage conditions within
the range 10-25°C and 30 ~ 75% RH, the product
will be stable for at least 12 months. Notes：if the
products are long stored under high temperature
and humidity, their shelf life would significantly
shortened. Always store in dark place.

Vivid Backlit Fabric RBF03 is a light-weight fabric for ligh box application. The satin finish PVC
free coating is not only environment friendly ,but also perfect for backlit frame with great
light transmission.  Properties like B1-FR, water tight , anti-tearing, no fraying,Crease free
results in an interesing textile for large format inkjet print is your new solution!
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